"HIGHWAY STANDARDS

000001 -06 STANDARD SYMBOLS, ABBREVIATIONS, AND PATTERNS

001006 DECIMAL OF AN INCH AND OF A FOGT

442201-0G3 CLASS € AND D PATCHES

T01011-C4 GFF -ROAD MOVING OPERATIONS, 2L, 2W, DAY ONLY

T01201-04 LANE CLOSURE, 21, 2W, DAY ONMLY, FOR SPEEDS > 45 MPH

701301-04 LANE CLOSURE, 2t, 2W, SHORT TIME OPLRATIONS

701306-03 LANE CLOSURE., 2L, 2W, SLOW MOVING OPERATIONS DAY ONLY, FOR SFEEDS > 45 MPH
701311-03 LANE CLOSURE, 2i, 2W, MOVING OPERATIONS - DAY ONLY

701336-06 LANE CLOSURE, 2L, 2W, WORK AREAS [M SERIES, FOR SPEEDS > 45 MPH
T01901-03 TRAFFIC CONTROL DEVILES

780001 -04 TYPICAL PAVEMENT MARKINGS

781001-03 TYPICAL APPLICATIONS RAISED REFLECTIVE PAVEMENT MARKERS

s,

GENERAL NOTES

. THE THICKNESS OF HOT-MIX ASPHALT SHOWN ON THE PLANS {5 THE NOMINAL THICKMESS. DEVIATIONS

FROM THE NOMINAL THICKNESS WILL BE PERMITTED WHEN SUCH DEVIATIONS OCCUR DUE TO
IRREGULARITIES IN THE EX[STING SURFACE OR BASE ON WHICH THE HOT-MIX ASPHALY IS PLACED.

. FACTORS USED FOR ESTIMATING PLAN OUANTITIES ARE AS FOLLOWS

AND SHALL NOT BE USED FOR THE BASIS OF FINAL OUANTITIES:

At HOT-MIX ASPHALT

2. 016 TONS/CU, YD. BITUMINGUS MATERIALS:

ALL AGGREGATE
2. 05 TONS/CU. YD,

RIPRAFP
1. 50 TONS/CU. YD,

ON PAVEMENT
SEE SPECTAL PROVISIONS

INTERMEDTATE LIFTS{FOL COATY
SEE SPECIAL PROVISICNS

AGGREGATE { PRIME COAT?
SEE SPECIAL PROVISIONS

ON AGGREGATE SURFACE
SEE SPECIAL PROVISIONS

AT ALL LOCATICNS WHERE THE PROFOSED BITUMINQOUS OR CONCRETE FAVEMENT JOINS AN EXISTING
HOT-MIX ASPHALT QR CONCRETE PAVEMENT, A FULL DEPTH SAWED JOINT SHALL BE CONSTRUCTED. THE
COST OF THIS JOINT WILL BE INCLUDED IN THE COSY OF THE TYPE OF PAVEMENT BEING CONSTRUCTED.

. AFTER A LIFT OF BITUMINOUS CONCRETE HAS BEEN PLACED ON A LANE, THAT LANE SHALL REMAIN

CLOSED TO TRAFFIC LUNTIL THE NEW MAT HAS COGLED TO 130 F.

HMA RESURFACING SHALL BE PLACED IN A SEQUENCE THAT WILL MINIMIZE THE TIME THE CENTERLIME
EOGE 1S EXPOSED TO TRAFFIC, WHEN AT THE END OF A DAY’ S OPERATION THE EXPOSED CENTERLINE
EOGE 1S CREATER THAN 2,000 FT,, THE CONTRACTOR SHALL BE REQUIRED TO PAVE IN THE ADJACENT
LANE ON THE FOLLOWING WORK DAY, PRIOR TO WINTER SHUTDOWN, RESURFACING ON ADJACENT

LANES IS 10 BE BROUGRT UP TO THE SAME ELEVATION.

THE CONTRACTOR SHALL STAMP STATIONING IN THE HOT-MIX ASPHALT SURFACE AT 300 FT. INTERVALS ON
ALTERNATING SIDES OF THE PAVEMENT AND AS DIRECTED BY THE ENGINEER. THE STATION SYMBOL

STAMPS USED SHALL BE FURNISHED BY THE CONTRACTOR. THEY SHALL BE S 172" TALL OF A DESIGN
APPROYED BY THE ENGINEER, AND SHALL REMAIN THE PROFPERTY OF THE CONTRACTOR,.

. PRIOR TO PLACEMENT OF THE FINAL PAVEMENT MARKINGS THE RESIDENT ENGINEER SHOULD CONTACT

THE BUREAU OF OPERATIONS AND ARRANGE FOR INSPECTION AND APPROVAL OF THE PAVEMENT
MARK ING LAYOUT,

. THE QUANTITY OF SHORT TERM PAVEMENT MARKING SHOWN IN THE PLANS 1S BASED ON ONE

APPLICATION CACH FOR HMA SURFACE REMOVAL, HMA BINDER AND SURFACE, AT THE RATE
OF 4 FEET N 40 FEET.

& QUANTITY OF STONE DUMPED RIP RAP HAS BEEN [MCLUDED IN THE CONTRACT. THE RESIDENT
ENGINEER SHOULD CONTACT THE BUREAU OF CPERATIONS FOR RECOMMENDATIONS ON ITS PLACEMENT,
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